
 

Trans Mountain Reference Line Temperature 

 

1. Petroleum Tendered for transportation on the Mainline System will not be accepted by 

the Carrier if the viscosity exceeds 350 cSt at the Reference Line Temperature listed 

below 

2. The Reference Line Temperature is applicable as of 07:00 on the first day of the time 

period, specified below. 

3. Density is not to exceed 940 kg/m3 at 15°C 

 

Time Period 

Reference Line 
Temperature  

(°C) 

January 1-15 8.0 

January 16-31 7.5 

February 1-15 7.5 

February 16-28/29 7.5 

March 1-15 7.5 

March 16-31 7.5 

April 1-15 7.5 

April 16-30 8.5 

May 1-15 9.5 

May 16-31 11.5 

June 1-15 13.0 

June 16-30 15.0 

July 1-15 16.0 

July 16-31 17.0 

August 1-15 18.0 

August 16-31 18.5 

September 1-15 18.5 

September 16-30 17.0 

October 1-15 15.5 

October 16-31 14.0 

November 1-15 12.5 

November 16-30 10.5 

December 1-15 9.5 

December 16-31 8.5 
 

 

Capitalized terms used in this document shall have the meanings set out in The Trans Mountain Pipeline 

ULC Tariffs: Tolls Applying on Petroleum and Rules and Regulations Governing the Transportation of 

Petroleum, which are on file with the Canada Energy Regulator and can be located on the Carrier’s 

website at https://www.transmountain.com/tolls-tariffs. 

https://www.transmountain.com/tolls-tariffs

